
 

	

	

	

	
 

	
	
	

VT650 Analizador de flujo de gas
Especificaciones técnicas

de CA, pero se necesite una alta precisión.
campo en los que no se disponga de alimentación 
perfecto tanto para entornos clínicos como de 
autonomía de 8 horas, este comprobador es 
de alimentación de CA/CC y de batería con 
fiabilidad los desplazamientos. Con la posibilidad 
diseño robusto le permiten realizar rápidamente y 
hombro, el pequeño tamaño de la unidad y su 
muy portátil. El asa de transporte y la correa de 
1,6 Kg, este dispositivo compacto todo en uno es 
componentes adicionales. Con un peso de sólo 
incluido en el VT650 – no se requieren módulos o 
Todo lo que necesita para realizar las pruebas est´

Portátil

en las que se puede confiar.
normas reglamentarias globables con mediciones 
garantizan la trazabilidad de acuerdo a las 
especificaciones de calibración del Molbloc-L 
prueba. Diseñado y probado según las 
humedad para agilizar el procedimiento de 
mediciones integradas de oxígeno, temperatura y 
de rango completo de ±300 lpm ofrece 
de alta frecuencia. El canal único de flujo de aire, 
incluyendo neonatales, ventiladores mecánicos y 
de gases y equipos médicos respiratorios, 
alta precisión y fiabilidad para comprobar el flujo 
El Analizador de flujo de gas VT650 ofrece una 

Preciso

Biomedical.
flujo de gas portátil -todo en uno- VT650 de Fluke 
gas, incluyendo ventiladores con el Analizador de 
Compruebe con precisión los equipos de flujo de 

condiciones ambientales
oxígeno a la vez que compensan la presión atmosférica y las 
línea que automáticamente miden la humedad, tempertatura y 
• Reduzca el tiempo de la prueba con los sensores integrados en 
• La memoria integrada le permite registrar y guardar datos
autonomía
• Funciona durante todo el día gracias a su batería de 8 horas de 
la gran pantalla táctil en color de fácil lectura de 7” (17,8 cm)
resultados y vea las mediciones hasta una distancia de 1,8 m con 
• Acceda rápidamente a las opciones de menú, interprete 
distintas pruebas
uno de 1,6 Kg de sin necesidad de módulos adicionales para las 
• Transporte y almacene fácilmente el dispositivo ligero todo en 
personalizados
tiempo de prueba con la posibilidad de crear perfiles de prueba 
• Agilice el procedimiento de prueba, reduzca errores y acelere el 
de un único canal de rango completo de flujo de aire
• Evite confusiones y garantice la precisión con la funcionalidad 

Prestaciones clave
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su GMAO
archivo de ensayo a 

transferencia de 
USB para una fácil 

Memoria integrada y 

datos
modelo) y registro de 

(por usuario, tipo ensayo o 
personalizados de ensayo  
ensayos. Permite perfiles 
en tiempo real y datos de 
color mostrando gráficos 
Pantalla táctil 7” (17,8 cm) 

autonomía
horas de 

robusto con 8 
(1,6 Kg) y diseño 

Portátil, ligero

Molbloc-L
usando  sistema  Fluke 
fiablemente calibrado 
exactitud del mercado, 

sensores tienen la mejor 
diferencial. Todos los 

de presión baja 
Puertos de presión alta y 

humedad y temperatura
integradas de oxígeno, 

±300 lpm con mediciones 
de rango completo de
Canal de flujo de aire 

pruebas a su GMAO para facilitar los informes.
datos vía USB a un PC y  suba el archivo de 
prueba , simplemente guarde y transfiera los 
prueba personalizados. Cuando finalice la 
selecciones que necesite creando perfiles de 
datos de las pruebas, ahorre tiempo y agilice las 
datos entre pruebas. Registre y almacene los 
forma consecutiva sin tener que transferir los 
pruebas de múltiples dispositivos médicos de 
La gran memoria integrada permite realizar 

Trazable

dispositivo sea sencillo y sin complicaciones.
global de usuario hace que el manejo del 
gráficos de color o datos numéricos. La interfaz 
menú. Revise los resultados en tiempo real con 
vez y acceder rápidamente a las opciones de 
cm), lo que le permite ver varias mediciones a la 
El VT650 tiene una gran pantalla de 7” (17,8 

Fácil de usar

datos y subir el
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Specifications

Features
Battery life hours 8 hrs
Charge time in hours 5 hrs, typical
Memory internal memory
Connection type USB, Micro-B device port
Weight 3.6 lb (1.6 kg)
Display 17.8 cm (7 in)
Single full-range channel √
Flow
Full range flow channel (includes both low and high flow, flow specifications are with laminar flow input)
Range 0 to ±200 slpm
Accuracy ±2.0% of rdg or 0.04 slpm
Range 200 to 300 slpm, -200 to -300 slpm, 

-22 to - 14 slpm, +7.5 to +9.5 slpm
Accuracy 2.5% of rdg
Volume
Range ±100 l
Accuracy ±2.0 % or 0.02 l
Pressure
High pressure
Range -0.8 to 10 bar
Accuracy ±1 % or ±0.007 bar
Differential low pressure
Range ±160 mbar
Accuracy ±0.5 % or ±0.1 mbar
Airway pressure
Range ±160 mbar
Accuracy ±0.5 % or ±0.1 mbar
Barometric pressure
Range 550 to 1240 mbar
Accuracy ±1 % or ±5 mbar
Other
Temperature
Range 0 to 50 °C
Accuracy ±0.5 °C
Resolution 0.1 °C
Humidity
Range 0 to 100 % RH

Accuracy ±3 % RH (20 to 80 % RH) 
±5 % RH (20< or >80 % RH) 

Oxygen
Range 0 to 100 %
Accuracy ±1 %
Breath parameters
Inspiratory tidal volume range 0 to 60 l
Inspiratory tidal volume accuracy ±2.0 % or 5 ml
Expiratory tidal volume range 0 to 60 l
Expiratory tidal volume accuracy ±2.0 % or 5 ml
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Minute volume range 0 to 100 l
Minute volume accuracy ±2.0 % or 5 ml
Breath rate range 1 to 1500 bpm
Breath rate accuracy ±1 %
Inspiratory to expiratory time ratio (I:E) range 1:300 to 300:1
Inspiratory to expiratory time ratio (I:E) accuracy ±2 % or 0.1
Peak inspiratory pressure (PIP) range ±160 mbar
Peak inspiratory pressure (PIP) accuracy ±0.75 % or 0.1 mbar
Inspiratory pause pressure range ±160 mbar
Inspiratory pause pressure ±0.75 % or 0.1 mbar
Mean airway pressure range ±160 mbar
Mean airway pressure accuracy ±0.75 % or 0.1 mbar
Positive end expiratory pressure (PEEP) range ±160 mbar
Positive end expiratory pressure (PEEP) accuracy ±0.75 % or 0.1 mbar
Lung compliance range 0 to 1000 ml/mbar
Lung compliance accuracy ±3 % or 0.1 ml/mbar
Inspiratory time range 0 to 60 s
Inspiratory time accuracy 0.02 s
Inspiratory hold time range 0 to 60 s
Inspiratory hold time accuracy 1 % or 0.1 s
Expiratory time range 0 to 90 s
Expiratory time accuracy 0.5 % or 0.01 s
Expiratory hold time range 0 to 90 s
Expiratory hold time accuracy 0.02 s
Peak expiratory flow range ±300 lpm
Peak expiratory flow accuracy ±2.0 % or 0.04 lpm
Peak inspiratory flow range ±300 lpm
Peak inspiratory flow accuracy ±2.0 % or 0.04 lpm
Environmental
Operating temp 10 °C to 40 °C
Storage temp -20 °C to 60 °C
Operating humidity 10 to 90 % non-condensing
Storage humidity 5 to 95 % non-condensing
Gas corrections Gas types
ATP (ambient temp/pressure, actual humidity) Air
ATPD (ambient temp/pressure, dry) Nitrogen (N2)
ATPS (ambient temp/pressure, saturated) Nitrous Oxide (N2O)
STP20 (20 °C temp/pressure 760 mmHg, actual humidity) Carbon Dioxide (CO2)
STP21 (21 °C temp/pressure 760 mmHg, actual humidity) Oxygen (O2)
STPD0 (0 °C temp/pressure 760 mmHg, dry) Argon
STPD20 (20 °C temp/pressure 760 mmHg, dry) Heliox (21 % O2, 79% He)
STP or STPD21 (21 °C temp/pressure 760 mmHg, dry) Oxygen/Nitrogen
BTPS (body temp 37 °C/ambient pressure 760 mmHg, saturated) Oxygen/Nitrous Oxide
BTPD (body temp 37 °C/ambient pressure 760 mmHg, dry) Oxygen/Helium
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Optional accessories
	• ACCU LUNG Test Lung
	• ACCU LUNG II Test Lung
	• VESA Mounting system/test arm

Fluke Biomedical offers two models of Gas Flow 
Analyzers. Be sure to check out the VT900A 
if you do more in-depth testing, or need high 
accuracy in ultra-low flow (±750 ml/min) and ultra-
low pressure (0 to 10 mbar) ranges.

The VT900A has all of the features of the VT650 
plus, higher accuracies, an external trigger 
input, and additional ultra-low flow and ultra-low 
pressure ports. The VT900A is best-in-class and 
ideal for testing all types of ventilators, anesthesia 
machines, and more.

Ordering information
VT650 Gas Flow Analyzer
 
Includes:
	• Bacterial filter (1)
	• 1.2 m (4 ft) silicon tubing (2)
	• 22 mm ID x 22 mm ID tubing adapters (2)
	• 22 mm OD x 22 mm OD tubing adapters (2)
	• 15 mm ID x 22 mm ID tubing adapters (2)
	• DISS hand tight nut/nipple to 6.4 mm (1/4 in ) ID 
hose barb adapter (1)

	• USB serial cable
	• AC power adapter
	• Detachable carrying handle
	• Detachable shoulder strap
	• Certificate of Calibration with test data 



About Fluke Biomedical
Fluke Biomedical is the world’s leading 
manufacturer of quality biomedical test and 
simulation products. In addition, Fluke Biomedical 
provides the latest medical imaging and oncology 
quality-assurance solutions for regulatory 
compliance. Highly credentialed and equipped 
with a NVLAP Lab Code 200566-0 accredited 
laboratory, Fluke Biomedical also offers the 
best in quality and customer service for all your 
equipment calibration needs.

Today, biomedical personnel must meet the 
increasing regulatory pressures, higher quality 
standards, and rapid technological growth, while 
performing their work faster and more efficiently 
than ever. Fluke Biomedical provides a diverse 
range of software and hardware tools to meet 
today’s challenges.

Fluke Biomedical regulatory commitment
As a medical test device manufacturer, we 
recognize and follow certain quality standards 
and certifications when developing our products. 
We are ISO 9001 and ISO 13485 medical device 
certified and our products are:

	• CE Certified, where required
	• NIST Traceable and Calibrated
	• UL, CSA, ETL Certified, where required
	• NRC Compliant, where required

Fluke Biomedical
28775 Aurora Road  
Cleveland, OH 44139 U.S.A
For more information, contact us at:
(800) 850-4608 or Fax (440) 349-2307
Email: sales@flukebiomedical.com
Web access: www.flukebiomedical.com
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Modification of this document is not permitted  
without written permission from Fluke Corporation.

Fluke Biomedical.
We empower our everyday heroes 
to focus only on protecting lives.


